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AMF TOPIQ®     
EFFICIENT PRO 
• TOPIQ® Efficient Pro is a 20mm lightweight 

soft fiber panel providing high absorption     
performance suitable for open plan and large 
circulation area  

• Clean Room Performance 

• Excellent light reflectance (88%) 

• Moisture resistant up to RH100. 

• Ideal for healthcare environments,                    
laboratories, treatment rooms, intensive care 
units, locker rooms or shower areas
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AMF TOPIQ® EFFICIENT PRO

Contact

For further details, please contact your local representative or email asia.support@knaufarmstrong.com

Panel Options                                           Board                                            Tegular 24/90                                     Tegular 15/90 
 
Edge details  
 
 
 
 
 
Thickness (mm)                                          20mm                                                      20mm                                                       20mm 

Dimensions (mm)  

600 x 600                                                    6920M                                                    6922M                                                    6924M 

1200 x 600                                                  6921M                                                    6923M                                                    6925M 
 
System                                                  24mm exposed                                       24mm exposed                                       15mm exposed  
                                                                   grid systems                                            grid systems                                             grid systems  
                                                              fully demountable                                   fully demountable                                    fully demountable 

Weight                                   2.8 kg/m² 

Colour                                    Global White 

Sound absorption              NRC 0.95 

Sound attenuation             25 dB 

Fire reaction                         A1 according to EN 13501-1                                                                                                                                             
                                                 CLASS 0/1 based on BS 476 Part 6 & 7 

Light refl ectance                 ≤ 88% 

Humidity resistance          RH100 

Clean room                          ISO 4 as per EN ISO 14644-1 

Cleanability 

Sustainability                       

                                                    ≤ 33% 

24mm Tee Grid24mm Tee Grid 15mm Tee Grid

Knauf Armstrong provides the widest range of 
products that have been third party tested and 
certified by industry leading Eco-classification


