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ARMSTRONG METALWORKS™ 
C & S PLANK
• Monolithic Linear visual with concealed suspension grid 

• Available in four profile widths: 100, 150, 200 (C-Plank) and 300mm (S-Plank) 

• Acoustical performance with microperforated panels 

• Fast and easy installation with minimal plenum clearance 

• Durable: washable, scratch and impact resistant
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ARMSTRONG METALWORKS™                      
C & S PLANK 

Contact

For further details, please contact your local representative or email asia.support@knaufarmstrong.com

Panel Options                      C & S Plank: Linear Strip Ceiling System – Interior Application 
 
Edge details  
 
 
 
  
 

Material                                  Aluminium 

Patterns                                  

                                                   

 

 

 

Dimensions (mm)                C-Plank: 100 x 3000 / 150 x 3000 / 200 x 3000  
                                                  S-Plank: 300 x 3000 

Suspension System            C-Plank: C15 Carrier   
                                                  S-Plank: C30 Carrier 

Weight                                    5.2 kg/m² 

Colour                                     Polyester Powder Coated – Global White                    Wood Effects Available by Request 

Fire reaction                          CLASS 0/1 based on BS 476 Part 6 & 7 

Handling                                Limited Accessibility, Access hatch may be required. 
                                                  C&S Plank is non-demountable, suitable to be applied for secured ceiling application 

Cleanability 
 
 
 
 
 
Item Number                       Description 

AC-MK-C15                           C15 Carrier: For C100 /C150 /C200 (3000mm) 

AC-PA-(100/150/200)      Panel Connector for C100 / C150 / C200 

AC-MK-C30                          C30 Carrier: For S300mm (3000mm) 

AC-WM-2023                      Aluminum Wall Angle (20 x 23 x 3000mm) 

AC-WM-203020                 C-Wall Molding (20 x 30 x 20 x 3000mm) 

AC-PC-203020                    C-Wall Molding Pressure Spring 

Perimeter Option: Compatible standard range of steel or aluminum trim. 
All sizes are nominal. Product availability may vary.

Non Perforated (M1) 
 
 

Micro Perforated (M2) 
1.5mm Ø 

19% Open Area

*Perforated panels         
feature an unperforated 
border and include 
acoustical fleece.

C-Plank: Long ends 3.0mm Bevelled 
              Short End Square Edge

S-Plank:  Long ends 3.0mm Bevelled 
              Short End Flat

Suspension and Accessories                                           Typical Schematic

C100 / C150 / C200 Panel

Panel Connector (Required 
    for C100/150/200) 

C30 Carrier (3000mm)

C15 Carrier (3000mm)

S300 Panel

M6 Threaded Rod

M6 Threaded Rod


